
MATERIAL : STEEL 11SMn30 - 080M46
* MATERIAL : ALUMINIUM UNI 2011-11S

MAXIMUM WORKING PRESSURE 250 BAR
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NUMBER BORE A Ø B ROD SEAL KIT

MP251025TH-AL * 25 25 10x1.5 16TH SUPPLIED
MP301324.7-AL* 30 24.7 13 16 PK30
MP321330 32 30 13 16 PK32
MP321530 32 30 15 NIL PK32
MP321540 32 40 15 20,25 PK32

MP351540 35 40 15 20,25 PK35
MP401540 40 40 15 20,25 PK40
MP402040 40 40 20 25,30 PK40
MP451540 45 40 15 20,25 PK45
MP501540 50 40 15 20,25 PK50

MP502040 50 40 20 25,30 PK50
MP502050 50 50 20 30,35 PK50
MP552040 55 40 20 30,35 PK55
MP552040 55 50 20 30,35 PK55
MP602045 60 45 20 30,35 PK60

MP602050 60 50 20 30,35 PK60
MP602445 60 45 24 40 PK60
MP602750 60 50 27 35,40 PK60
MP632050 63 50 20 30,35 PK63
MP632445 63 45 24 40 PK63

MP632750 63 50 27 35,40 PK63
MP633050 63 50 30 40 PK63
MP652050 65 50 20 30,35 PK65
MP652445 65 45 24 40 PK65
MP702050 70 50 20 30,35 PK70

MP702445 70 45 24 40 PK70
MP702750 70 50 27 35,40,45,50 PK70
MP752445 75 45 24 40 PK75
MP752750 75 50 27 35,40,45,50 PK75
MP802445 80 45 24 40 PK80

MP802750 80 50 27 35,40,45,50 PK80
MP803050 80 50 30 40,50 PK80
MP852445 85 45 24 40 PK85
MP852750 85 50 27 35,40,45,50 PK85
MP902750 90 50 27 35,40,45,50 PK90

MP903050 90 50 30 40,50 PK90
MP903350 90 50 33 50,60 PK90
MP1002750 100 50 27 35,40,45,50 PK100
MP1003050 100 50 30 40,50 PK100
MP1003350 100 50 33 50,60 PK100

MP1004050 100 50 40 70 PK100
MP1103350 110 50 33 50,60 PK110
MP1104050 110 50 40 70 PK110
MP1204050 120 50 40 70 PK120
MP1253350 125 50 33 50,60 PK125

MP1254050 125 50 40 70 PK125
MP1304050 130 50 40 70 PK130
MP1404058 140 58 40 70 PK140
MP1504058 150 58 40 70 PK150
MP1605158 160 58 51 NIL PK160
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