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STANDARD THREADED CYLINDER TUBES
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PART CYLINDER
NUMBER BORE STROKE LENGTH A B gcC oD E F THREAD
ST25100 25 100 145 12 20 25.6 35 12 1/4"BSP 28x1.5
ST25200 25 200 245 12 20 25.6 35 12 1/4"BSP 28x1.5
ST25300 25 300 345 12 20 25.6 35 12 1/4"BSP 28x1.5
ST25500 25 500 545 12 20 25.6 35 12 1/4"BSP 28x1.5
ST25800 25 800 845 12 20 25.6 35 12 1/4"BSP 28x1.5
ST30150 30 150 220 14 30 30.6 40 28 1/4"BSP 34x1.5
ST30300 30 300 370 14 30 30.6 40 28 1/4"BSP 34x1.5
ST30500 30 500 570 14 30 30.6 40 28 1/4"BSP 34x1.5
ST30800 30 800 870 14 30 30.6 40 28 1/4"BSP 34x1.5
ST30850-025 MALE 30 850 920 14 30 30.6 40 28 1/4"BSP MALE 34x1.5
ST301000 30 1000 1070 14 30 30.6 40 28 1/4"BSP 34x1.5
ST32150 32 150 237 16 27 32.6 42 27 1/4"BSP 36 x1.5
ST32200 32 200 287 16 27 32.6 42 27 1/4"BSP 36 x1.5
ST32250 32 250 337 16 27 32.6 42 27 1/4"BSP 36 x1.5
ST32300 32 300 387 16 27 32.6 42 27 1/4"BSP 36x1.5
ST32400 32 400 487 16 27 32.6 42 27 1/4"BSP 36 x1.5
ST32500 32 500 587 16 27 32.6 42 27 1/4"BSP 36x1.5
ST40100 40 100 192 21 34 40.6 50 34 1/4"BSP 44 x1.5
ST40150 40 150 242 21 34 40.6 50 34 1/4"BSP 44 x1.5
ST40200 40 200 292 21 34 40.6 50 34 1/4"BSP 44 x1.5
ST40250 40 250 342 21 34 40.6 50 34 1/4"BSP 44 x1.5
ST40300 40 300 392 21 34 40.6 50 34 1/4"BSP 44 x1.5
ST40350-025 MALE 40 350 442 21 34 40.6 50 34 1/4"BSP MALE 44 x1.5
ST40400 40 400 492 21 34 40.6 50 34 1/4"BSP 44 x1.5
ST40500 40 500 592 21 34 40.6 50 34 1/4"BSP 44 x1.5
ST40600 40 600 692 21 34 40.6 50 34 1/4"BSP 44 x1.5
ST40800 40 800 892 21 34 40.6 50 34 1/4"BSP 44 x1.5
ST401000 40 1000 1092 21 34 40.6 50 34 1/4"BSP 44 x1.5
ST401500 40 1500 1592 21 34 40.6 50 34 1/4"BSP 44 x1.5
ST50150 50 150 252 24 37 50.6 60 37 3/8"BSP 54x1.5

SMOOTH/HONED TUBE AVAILABLE IN UNMACHINED LENGTHS, CUT TO YOUR REQUIREMENTS

MATERIAL: STEEL E3555 (EN10305-2/ DIN 2393-St52.3)-ISO H8-H9 DOM & COLD DRAWN SEAMLESS TUBE
MAXIMUM WORKING PRESSURE 250 BAR
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