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STANDARD THREADED CYLINDER TUBES
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STANDARD TUBE  CYLINDER BORE  STROKE
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PART CYLINDER
NUMBER BORE STROKE LENGTH A B gcC oD E F THREAD
ST801500 80 1500 1630 35 52 80.6 95 56 1/2"BSP 85x2
ST90150 90 150 280 35 52 90.6 105 56 1/2"BSP 95x2
ST90200 90 200 330 35 52 90.6 105 56 1/2”"BSP 95x2
ST90250 90 250 380 35 52 90.6 105 56 1/2"BSP 95 x 2
ST90300-037 PORT 90 300 430 35 52 90.6 105 56 3/8"BSP 95x2
ST90300 90 300 430 35 52 90.6 105 56 1/2"BSP 95 x 2
ST90400 90 400 530 35 52 90.6 105 56 1/2"BSP 95x2
ST90500 90 500 630 35 52 90.6 105 56 1/2"BSP 95x2
ST90600 90 600 730 35 52 90.6 105 56 1/2"BSP 95 x 2
ST90800 90 800 930 35 52 90.6 105 56 1/2"BSP 95x2
ST901000 90 1000 1130 35 52 90.6 105 56 1/2"BSP 95x2
ST901000L 90 1000 1140 35 52 90.6 105 56 1/2”"BSP 95x2
ST901500 90 1500 1630 35 52 90.6 105 56 1/2"BSP 95x2
ST901500L 90 1500 1640 35 52 90.6 105 56 1/2"BSP 95x2
ST100200 100 200 340 35 52 100.6 115 56 1/2"BSP 105x 2
ST100250 100 250 390 35 52 100.6 115 56 1/2"BSP 105x 2
ST100300 100 300 440 35 52 100.6 115 56 1/2"BSP 105x 2
ST100400 100 400 540 35 52 100.6 115 56 1/2"BSP 105x 2
ST100500 100 500 640 35 52 100.6 115 56 1/2"BSP 105x 2
ST100600 100 600 740 35 52 100.6 115 56 1/2"BSP 105x 2
ST100800 100 800 940 35 52 100.6 115 56 1/2"BSP 105x 2
ST1001000 100 1000 1140 35 52 100.6 115 56 1/2"BSP 105x 2
ST1001500 100 1500 1640 35 52 100.6 115 56 1/2"BSP 105x 2
ST100200XL 100 200 360 53 72 100.6 115 76 1/2"BSP 105x 2
ST100250XL 100 250 410 53 72 100.6 115 76 1/2"BSP 105x 2
ST100300XL 100 300 460 53 72 100.6 115 76 1/2"BSP 105x 2
ST100400XL 100 400 560 53 72 100.6 115 76 1/2"BSP 105x 2
ST100500XL 100 500 660 53 72 100.6 115 76 1/2"BSP 105x 2
ST100600XL-037 PORT 100 600 760 53 72 100.6 115 76 3/8"BSP 105x 2
ST100600XL 100 600 760 53 72 100.6 115 76 1/2”BSP 105x 2
ST100800XL 100 800 960 53 72 100.6 115 76 1/2"BSP 105x 2

SMOOTH/HONED TUBE AVAILABLE IN UNMACHINED LENGTHS, CUT TO YOUR REQUIREMENTS

MATERIAL: STEEL E3555 (EN10305-2/ DIN 2393-St52.3)-ISO H8-H9 DOM & COLD DRAWN SEAMLESS TUBE
MAXIMUM WORKING PRESSURE 250 BAR
L : DENOTES LONG
XL : DENOTES EXTRA LONG 38






